
PRODUCT CARD

PRODUCT CODE: OR-DOM-RL-901

EAN: 5908235905242

Single family doorphone, flush mounted,
FOSSA
External panel requires flush mounting (usage of the protective rain cover OR-DOM-RL-901DN enables surface mounting)
Backlit place for name The duplex transmission allows trouble-free conversation Classic and elegant uniphone equipped
with a handset Direct control of an electric strike without any additional transformer Energy efficient Each uniphone is
protected by a fuse.

Type of power supply:

sieciowe (230V)
Possibility of extension by an
additional uniphone:

Connection system:

2-żyłowy

Installation:

natynkowy / podtynkowy

Unifon

Operation: słuchawka

Number of ringtones: 1

Volume adjustment: no

Intercom function: no

Indoor panel colour: biały

Dimensions of the uniphone - width (mm): 98 mm

Dimensions of the uniphone - height (mm): 215 mm

Dimensions of the uniphone - depth (mm): 68 mm
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Informacje ogólne

Type: jednorodzinny

Type of power supply: sieciowe (230V)

Power supply of the electric strike: zasilanie z wideodomofonu

Number of wires: 2+2

Possibility of extension by an additional external panel: no

Type of transmission: Przewodowy

Possibility of extension by an additional uniphone: yes

Connection system: 2-żyłowy

Gate opening: no

Panel zewnętrzny

Dimensions of the external panel - width: 116 mm

Dimensions of the external panel - height (mm): 200 mm

Dimensions of the external panel- depth: 54 mm

Other features of the panel: podświetlane miejsce na nazwisko

Installation: natynkowy / podtynkowy

Card and proximity tags reader: no
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