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SSCAHAME

219.3236
CLAVIJA AEREA

32A 3P+T 6h 380-415V 50Hz 60Hz Il 2GD
Bornes con tornillo Low temperature [-50°C]

Product Approvals

TECHDATA STANDARDS AND LAWS
Serie comercial Serie OPTIMA-EX[GD] EN 60309-1 (1999) [European Stand_ard] Plygs, socket-outlets
and couplers for industrial purposes. Part
] i 1: General requirements
Jlppels presliete SRR NSRS EN 60309-2 (1999) [European Standard] Plugs, socket-outlets
e ) and couplers for industrial purposes. Part
DescrIpCIC')n sintética CLAVIJA AEREA 2: Dimensional interchangeabi"ty
requirements for pin and contact-tube
Tipo de instalacion PORTATIL accessories of harmonized configurations
EN 60309-1/A1 [European Standard] Plugs, socket-outlets
Intensidad nominal 32A (2007) and couplers for industrial purposes. Part
1: General requirements
3P+T EN 60309-2/A1 [European Standard] Plugs, socket-outlets
(2007) and couplers for industrial purposes. Part
Posicién de hora 6h 2: Dlmen5|onal mtt_erchangeablllty
requirements for pin and contact-tube
S A, ey accessories of harmonized configurations
SITEHE) el (Emer) o0 EN 60309-1/A2 [European Standard] Plugs, socket-outlets
¥ ] (2012) and couplers for industrial purposes. Part
Tension nominal 380-415V 1: General requirements
] ] EN 60309-2/A2 [European Standard] Plugs, socket-outlets
Frecuencia nominal 50Hz (2012) and couplers for industrial purposes. Part
2: Dimensional interchangeability
60Hz requirements for pin and contact-tube
accessories of harmonized configurations
ROJO EN 60079-0 (2012) [European Standard] Explosive
atmospheres. General requirements.
TERMOPLASTICO IEC 60079-0 (2011) [International Standard] Electrical
Apparatus for Explosive Gas Atmospheres
Grado de proteccion Splash proof - Part 0: General Requirements.
EN 60079-31 (2014) [European Standard] Explosive
Grado de proteccion IP P66 atmosp_heres. Equmerltflust ignition
protection by enclosure "t
q : - q IEC 60079-31 (2013) [International Standard] Explosive
Tipos de salidas disponibles RECTA atmospheres - Part 31: Equipment dust
B 5 N ignition protection by enclosure "t"
OHIES ornes con fornilio EN 60079-0/A11 [European Standard] Explosive
] - (2013) atmospheres. General requirements.
Material de los Contactos ST EN 60079-1 (2014) [European Standard] Electrical apparatus
_ for explosive gas atmospheres - Part 1:
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Tratamiento superficial cont. Con revestimiento de niquel Flameproof enclosures 'd'
EN 60079-7 (2015) [European Standard] Explosive
Salida del cable PRENSAESTOPAS atmospheres. Equipment protection by
increased safety "e"
Grupo y categorias EX 11 2GD IEC 60079-1 (2014) [International Standard] Explosive
atmospheres - Part 1: Equipment
Temperatura ambiente Ta S protection by flameproof enclosures "d".
min IEC 60079-7 (2015) [International Standard] Explosive
atmospheres - Part 7: Equipment
Temperatura ambiente Ta 60 °C protection by increased safety "e".
max DIRECTIVE ATEX  [European Directives] Atmosphere
2014/34/UE Explosive

SCAME PARRE S.p.A. Via Costa Erta, 15 24020 Parre (BG) Italy - Tel. 035-705000 Fax 035-703122



	Product Technical Sheet

