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International Explosion Proof certification
(IECEx) 

Certified that Qlight’s products are 
being manufactured and manage according to 
international standards.

IECEx 

National Supervision and Inspection Center for 
Explosion Protection and Safety of Instrumentation

Qlight’s design and manufacturing
system meets the People’s Republic of 
China National explosion-proof Standard 
(ChineseStandard-GB3836/GB12476).

NEPSI

The european Regulatory Framework or
Manufacture, Installation and Use of Equipment in
Explosive Atmospheres

Qlight explosion proof products comply
with ATEX Directives 94/9/EC.

ATEX

Korea Gas Safety Corporation 

Approved from “Korea Gas Safety Corporation” 
that Qlight’s design and manufacturing system
meets the standard of KGS

KGS

American Bureau of Shipping 

Qlights design and quality assurance system 
has been certified by the American
Bureau of Shipping.

ABS
Korea Occupational Safety and Health Agency

Approved by the “Korea Occupational 
Safety and Health Agency” that Qlight’s
design and manufacturing system meets 
the standard of KOSHA.

KOSHA
Lloyd’s Register

Qlights design and quality assurance system 
has been certified from Lloyd’s Register

LR

International Organization for Standardization

Qlight quality assurance systems have
been certified by ISO by applying the ISO
9001:2008,KS Q ISO 9001:2009 regulation.

ISO

European Commission

Qlight has been certified by
the European Commission.

CE

Restriction of Hazardous Substances Directive

Qlight complies with the Restriction of 
Hazardous Substances Directive by
limiting its use of hazardous materials.

RoHS
Underwriters Laboratories

Qlights design and quality assurance system 
has been certified from UL to ensure 
the stability of consumption goods 
and to protect consumers

UL

CCC
China Compulsory Certificate

E-mark
Economic Commission of Europe (ECE)

Qlight warning lights for vehicles have acquired 
E-marking, a compulsory mark for vehicle safety 
system and component issued by EU committee, 
EC directive.

Qlight products have acquired China Compulsory 
Certificate, a compulsory safety mark for products 
imported, sold or used in the Chinese market.

China Classification Society

Qlights design and quality assurance system 
has been certified by 
the China Classification Society.

CCS
Russian Maritime Register of Shipping

Qlights design and quality assurance system 
has been certified from Russian Maritime 
Register of Shipping

RMRS

Korean Register of Shipping

Qlights design and quality assurance system 
has been certified by the Korean
Register of shipping.

KR
Korea Safety Certification

Qlight products are certified by KC for
preventing accident caused by fire.

KC ICAO
International Civil Aviation Organization

Qlight aviation obstruction light series are in 
compliance with ICAO/FAA standards.
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