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Photometric data

Technical Data
Input: 175~240Vac  50-60Hz

18W

96 chips SMD 2835

>0.90  

112 lm/w

0.19W

310cd

IP40

-10ºC  +40ºC

15.000

CE, RoHS

A+

Power:

Nº of LEDs:

Power factor:

Luminous efficiency:

LED Power:

Luminous flux:

Luminous intensity:

IP:

Operating temperature:

Nº switching:

Certifications:

Energy effiency:

Lifespan:

Chip used

Beam angle                       =330º

Luminous Flux                 =2016lm

Colour Temperature CCT=5700K (BF)

CRI                                    =>85

Beam angle                      =330º

Luminous Flux                 =1998lm

Colour Temperature CCT=4000K  (BN)
CRI                                    =>85

Cool White

natural white

53 lux

60 lux

3 m

3 m

98 lux

102 lux

2 m

2 m

 275 lux

280 lux

1 m

1 m

Measures

 2016lm (BF)

 1998lm (BN)

Rev1709

Measures in mm

Installation

IP40
A

0,10 330°
ON

X15.000

OFF<2 seg   <1seg   

230 grammesWeight:

Beam angle               =330º

Luminous Flux          =1980lm

Colour Temperature  =3000K  (BC)
CRI                              =>85

Warm White

48 lux3 m

94 lux2 m

 270 lux1 m

1215mm

1200mm

13mm 28,5mm

G13 Conexión a un solo lado del tubo

 1980lm (BC)

Luminous Intensity Distribution Curve

30.000h (L70:B10)

Glass LED tube with polycarbonate coating
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Electronic ballast:

Remove the equipament and install the tube directly to phase and neutral on the label. 

Fluorescent Tube Led Tube

F

N

Ferromagnetic

Ballast:

S

Fluorescent Tube Led Tube

Entrada 170 250Vac
50 60Hz

PF 0 9 Power W18
CCT 6000K G13

T832UL 72BF
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Entrada 170 250Vac

50 60Hz
PF 0 9 Power W18

CCT 6000K G13
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Replace the convenyional starter with the special led starter supplied with the led tube. Then 

install the tube.


